
SPST

DPST

SPDT

SLIDE TYPE
DSG/DSS Series

SPECIFICATIONS

1.  ELECTRICAL

2.  MECHANICAL and ENVIRONMENTAL

FEATURES APPLICATIONS

CONSTRUCTION

Contact rating
switching
non-switching

Contact resistance
initial
after life test

Insulation resistance
Dielectric strength
Capacitance between adjacent switches 5 pF Max

Temperature rating
operating

   storage
Operation force
Mechanical life
Humidity
Vibration
Solderability

Resistance to soldering heat
Solder bath

25 mA, 24 VDC 
100 mA

-40°C to + 85°C
-40°C to + 85°C

2,000 operations

long mechanical life

RoHS Compliant

Numerical setting for computer 

instruments

3PST

4PST

DPDT
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DS□-1□□E□ SPST

DS□-2□□E□ DPST

DS□-3□□E□ SPDT

D SD SD S -

Series name

Contact form Terminal

Options

RoHS compliant

No. of positions Sealing

Actuator

Contact form

1

2

3

4

5

6

No. of positions Actuator

E

L Low profile actuator

DIMENSIONS & CIRCUITRY

Sealing

T

Terminal

R

Options

33

RoHS compliant

F RoHS compliant

Series name

D S G

D S S

DIMENSION A

A

DIMENSION A

A

A

DIMENSION A

A

he imensions of the 1 pole switch ma var htl

P.C.B LAYOUT
(TOP VIEW)

P.C.B LAYOUT
(TOP VIEW)

P.C.B LAYOUT
(TOP VIEW)
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DS□-4□□E□ 3PST

DS□-5□□E□ 4PST

DS□-6□□E□ DPDT

DS□-1□□ ER□ Right angle type

DIMENSIONS & CIRCUITRY Unit mm (inch)

A

DIMENSION A

A

DIMENSION A

A

DIMENSION A

P.C.B LAYOUT
(TOP VIEW)

P.C.B LAYOUT
( P VIEW)

P.C.B LAYOUT
(TOP VIEW)

WARNING :WW k
av

DIMENSIONS A IS SAME AS PREVIOUS PAGE

P.C.B LAYOUT

OPTIONS

PACER

PACER

PACER
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